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30A Hardwired  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .63

B. Sequencers: Low Voltage  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .63

VII. SWITCHES

A.  Rackmount: Maintained Closure  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .64
Momentary Closure  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .64

B. Wall Plate: Maintained Closure  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .65
Momentary Closure  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .65

C. Replacement Keys: (for switches)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .64

D. Momentary Switch Module: Surface-mount  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .64
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Type Model (description) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Page

I. PACKAGED SPEAKER SYSTEMS

A. Open Architecture / Recessed Ceiling: iMount® (pro sound – 12" or 8") . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .66
MDX (pro sound – 12")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .67

B. Open Architecture (only): iMount® Cylinder (pro sound – 12" or 8")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .67

C. Lay-in Drop Ceiling: LT (pro sound – 8", 6" or 4")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .68
LT (music/paging – 8"or 4")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .69

D. Recessed Ceiling: CN-Pro (music/paging – 8" or 6")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .70
CN-Pro-EL (music/paging – 8" or 6")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .70
RPAK (music/paging – 8")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .70

E. Surface: Wall-mount OS (high-fidelity indoor/outdoor music – 100W or 50W)  . . . . . . . . . . . . . . . . . . . . . . . . . . . .71
DSL (music/paging – 8")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .71
DSQ (music/paging – 8")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .71
SL (music/paging – 8")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .72

F. Surface: Open Beam BC (music/paging – 8")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .72

G. Surface Horn: Unihorn® (paging – 8")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .73
LH (paging horns – 30W or 15W) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .72

II. UL 1480 GRILLE / SPEAKER / XFMR ASSEMBLIES

A. Fire-Protective Signaling: ULD (8")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .74
ULS (8")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .74
ULT (4") . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .74

B. General Signaling: WB (12", 8" or 4")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .75

III. GRILLE / SPEAKER ASSEMBLIES (+/- XFMR)

A. Assembly with Round Grille 8" or 4"  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .76

B. Assembly with Square Grille 8" or 4"  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .76

IV. SOUND-MASKING

A.  Drop Ceiling: Lay-in LT (music, paging & sound-masking – 8")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .77

B.  Drop Ceiling: Grid-mount SMTGM (formerly SMLT-series – 8" or 4")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .77

C.  Above Ceiling: SM (8")  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .78

D.  Electronics: SMG (sound-masking generator)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .78
SMGA (sound-masking generator/amplifier)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .79
MP (19" rackmount monitor panels)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .79
TLM-600 (impedance matching transformer)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .79

V. SPEAKERS & COMPONENTS

A. For 15-inch Speakers: Grille  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .80 
Backbox  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .80

B. For 12-inch Speakers: Speaker/Transformer  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .80
Speaker  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .80
Grille  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .81
Backbox  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .81
Tile-Bridge & Support Channels  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .81

C. For 8-inch Speakers: Speaker/Transformer  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .82
Speaker  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .83
Grille  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .83
Surface Baffle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .84
Backbox  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .85
Tile-Bridge & Support Channels  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .87
Recessed Mounting Rings  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .87

D. For 6-inch Speakers: Speaker/Transformer  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .87
Speaker  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .88
Grille  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .89
Backbox  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .88
Tile-Bridges& Support Channels  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .89

E. For 4-inch Speakers: Speaker/Tranformer  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .89
Speaker  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .90
Grille  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .91
Backbox  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .90
Tile-Bridge & Support Channels  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .91
Recessed Mounting Rings  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .91

F. Transformers: 20/20 AudioVision®  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .92
High Performance . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .92
Standard  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .92
Dual Voltage  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .92
Impedance Matching  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .92

G. Hardware: Tinnerman Clips (8-32)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .92

VI. VOLUME CONTROLS

A. Wall-mount: Mono: 100/70/25V (1-gang)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .93
Mono: 100/70/25V (2-gang)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .94
Mono: 1500 ohm L-pad (1-gang)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .94
Mono: 50, 5K, 10K ohm (1-gang)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .94
Stereo: 8 ohm (1-gang)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .95
Stereo: 100/70/25V (2-gang)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .95

B. Rackmount: Mono: 100/70/25V  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .95
Mono: 50, 5K, 10K ohm  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .96
Stereo: 100/70/25V . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .96
Stereo: 8 ohm  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .96
Volume Controls pre-loaded into Rackmount Panels  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .96

Audio
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Type Description  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Page

VII. SOURCE SELECTOR SWITCHES

A. Six-source: Standard or Decora  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .97

B. Six-source with Volume Control: Standard or Decora  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .97

VIII. MONITOR PANELS

A. Rackmount: MP (passive, active or amplified)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .98

IX. ELECTRONIC ACCESSORIES

A. Power Supply: General Purpose  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .99

B. Relay Modules: Standard (externally powered)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .99
Powered  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .99

C. Impedance-matching Transformer  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .99

X. CLOCK / SPEAKER CENTERS

A. Analog: Grille/Frame  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .100
Backbox  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .100

B. Digital: Grille/Frame  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .100
Backbox  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .101

C. Modular: Grille/Frame Options  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .101
Backbox  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .101

XI. WALL & FLOOR BOXES / PLATES

A. Floor: Floor Box  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .102
Carpet Trim Ring  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .102

B. Wall: Wall Box  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .102
Wall Plate (1-gang)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .102
Wall Plate (2-gang)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .102

Alpha-numeric Model No. Index  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .103
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15A NEMA: ACS-1505-SW: compact�15A�power�strip�measures�only�12"L�x�2"H�x�2"D.�Includes�multi-
mount�brackets,�5�single�outlets�spaced�for�power�supplies,�on/off�switch,�6' detachable
IEC�cord�with�NEMA�5-15P�plug.�Made�in�U.S.A.�ETL-Listed.�

ACS-MP: 1U�aluminum�panel�allows�ACS-1505-SW�power�strip�to�be�mounted�in
19" EIA�format�on�inside�or�outside�of�rack,�or�on�third�rail�set�inside�rack�with�outlets
facing�up,�down�or�sideways.�Black.�Made�in�U.S.A.

� ACS-1506: 15A�power�strip�(20"L�x�15/8"H�x�13/8"D)�terminates�to�NEMA�5-15P�(15A)
molded�plug.�Features�6� light-colored�single�outlets.� Includes� transient�voltage�surge�
suppression� with� LED�indicator,� circuit� breaker,� cable� ties,� mounting� clip/screw� and�
6' attached�cord.�Imported.�UL-Listed.�

ACS-1510-WW:  15A�power�strip��(30"L�x�2"H�x�2"D)�terminates�to�NEMA�5-15P�(15A)
molded�plug.�Features�10�white�single�outlets�with�“wall-wart”�spacing�suitable�for�external
power�supplies.�Includes�9' 10" detachable�cord,�circuit�breaker�and�multi-mount�brackets.
Made�in�U.S.A.�ETL-Listed.�

ACS-1510-WW-SW: same�as�above�with�on/off�switch.�

�� ACS-1512: 15A�power�strip�(32"L�x�15/8"H�x�13/8"D)�terminates�to�NEMA�5-15P�(15A)
molded�plug.�Features�12�light-colored�single�outlets.�Includes�transient�voltage�surge�
suppression�with�LED�indicator,�circuit�breaker,�cable�ties,�mounting�clip/screw�and�12'

attached�cord.�Imported.�UL-Listed.�

ACS-1524: 15A�power�strip�(60"L�x�15/8"H�x�13/8"D)�terminates�to�NEMA�5-15P�(15A)
molded�plug.�Features�24�light-colored�single�outlets.�Includes�transient�voltage�surge�
suppression�with�LED�indicator,�circuit�breaker,�cable�ties,�mounting�clip/screw�and�12'

attached�cord.�Imported.�UL-Listed.��

15A IEC: ACS-1512-IEC: 15A�power�strip� (30"L�x�2"H�x�2"D)� features�12� IEC�outlets�and�9' 10"

detachable�cord.�Includes�circuit�breaker,�multi-mount�brackets.�Made�in�U.S.A.�ETL-Listed.�

�� ACS-1512-IEC-SW: same�as�above�with�on/off�switch.�

���� ACS-1520-IEC-SW: 15A�power�strip� (60"L�x�2"H�x�2"D)� features�20� IEC�outlets�and�
9' 10" detachable� cord.� Includes� circuit� breaker,� on/off� switch� and� multi-mount�
brackets.�Made�in�U.S.A.�ETL-Listed.�

�� ACS-1524-IEC: 15A�power� strip� (30"L� x� 2"H�x�2"D)� features� 24� IEC�outlets� and�9' 10"

detachable�cord.�Includes�circuit�breaker�and�multi-mount�brackets.�Made�in�U.S.A.�ETL-Listed.

�� ACS-1530-IEC: 15A� power� strip� (60"L� x� 2"H� x� 2"D)� features� 30� IEC� outlets� and� 9' 10"

detachable�cord.�Includes�circuit�breaker�and�multi-mount�brackets.�Made�in�U.S.A.��ETL-Listed.�

�� ACS-1530-IEC-SW: same�as�above�with�on/off�switch.�

20A NEMA: ACS-2012: 20A�power�strip�(32"L�x�15/8"H�x�13/8"D)�terminates�to�NEMA�5-20P�(20A)
molded� plug.� Features� 8� (15A)� and� 4� (20A)� outlets.� Includes� transient� voltage� surge�
suppression�with�LED�indicator,�circuit�breaker,�cable�ties,�mounting�clip/screw�and�12'

attached�cord.�Imported.�UL-Listed.�

  ACS-2024: 20A�power�strip�(70"L�x�15/8"H�x�13/8"D)�terminates�to�NEMA�5-20P�(20A)
molded�plug.�Features�16� (15A)�and�8� (20A)�outlets.� Includes� transient�voltage�surge�
suppression�with�LED�indicator,�circuit�breaker,�cable�ties,�mounting�clip/screw�and�12' 

attached�cord.�Imported.�UL-Listed.�

A variety of power strips feature
multi-mount brackets that provide
multiple rack-mounting options so
outlets can face left, right or rack
center.

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACS-1505-SW 15A Corded Power Strip, 5 single outlets & switch 1 3 (1.5)
ACS-MP 1U Mounting Panel (for use with ACS-1505-SW) 1 1 (.5)
ACS-1506 15A Corded Power Strip with surge suppression, 6 single outlets 1 3 (1.5)
ACS-1510-WW 15A Corded Power Strip, 10 single outlets with wall-wart spacing 1 7 (3)
ACS-1510-WW-SW 15A Corded Power Strip, 10 single outlets with wall-wart spacing & switch 1 7 (3)
ACS-1512 15A Corded Power Strip with surge suppression, 12 single outlets 1 5 (2.5)
ACS-1524 15A Corded Power Strip with surge suppression, 24 single outlets 1 10 (5)
ACS-1512-IEC 15A Corded Power Strip, 12 IEC outlets 1 7 (3)
ACS-1512-IEC-SW 15A Corded Power Strip, 12 IEC outlets & switch 1 7 (3)
ACS-1520-IEC-SW 15A Corded Power Strip, 20 IEC outlets & switch 1 8 (3.5)
ACS-1524-IEC 15A Corded Power Strip, 24 IEC outlets 1 8 (3.5)
ACS-1530-IEC 15A Corded Power Strip, 30 IEC outlets 1 8 (3.5)
ACS-1530-IEC-SW 15A Corded Power Strip, 30 IEC outlets & switch 1 9 (4)
ACS-2012 15A/20A Corded Power Strip with surge suppression, 12 single outlets 1 5 (2.5)
ACS-2024 15A/20A Corded Power Strip with surge suppression, 24 single outlets 1 11 (5.5)

POWER II:

AC POWER STRIPS

Power Strips – Single-circuit 
Corded

Weights and measurements are approximate—refer to product specification sheets for complete product information (www.lowellmfg.com). 1 rack unit = 1.75" (44.45mm). 

ACS-1505-SW

ACS-MP

ACS-1524 ACS-1510-WW-SW ACS-1506



Hardwired
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15A: ACS-1513-WW-HW: 15A�power�strip�(30"L�x�2"W�x�2"D)�includes�multi-mount
brackets� (to�position�outlets�either�perpendicular�or�parallel� to�side�of� rack),�
terminates� to�6' non-metallic� flexible� conduit�with�pigtail� leads.� Features�13�
single�outlets�with� “wall-wart”�spacing� for�external�power�supplies.�Made� in
U.S.A.�ETL-Listed.�

20A: ACS-2014-HW: 20A�power�strip� (30"L�x�2"W�x�2"D)� includes�multi-mount
brackets� (to�position�outlets�either�perpendicular�or�parallel� to�side�of� rack),�
terminates� to� 6' non-metallic� flexible� conduit� with� pigtail� leads.� Features� 7�
duplex�outlets.�Made�in�U.S.A.�ETL-Listed.�

ACS-2014-IG-HW: same�as�above�but�with�7� isolated�ground�duplex�
outlets.�

ACS-2014-SS-HW: 20A�power�strip�(30"L�x�2"W�x�2"D)�includes�mounting
brackets� (to�position�outlets�either�perpendicular�or�parallel� to�side�of� rack,�
terminates�to�6' non-metallic�flexible�conduit�with�pigtail�leads.�Includes�transient
voltage�surge�suppression�and�7�duplex�outlets.�Made�in�U.S.A.�ETL-Listed.�

Hardwired

Power Strips – Multi-circuit

15A: ACS-1524-2C: 15A�power�strip�(70"L�x�15/8"H�x�13/8"D)�with�2�(15A)�circuits
and�pigtail�leads—black�chassis�with�12�white�and�12�grey�alternating�outlets�
(1�color�for�each�circuit).�Symmetrical�design�allows�hardwired�connections�to
be�made�from�either�end�without�an�additional�J-box.�Includes�mounting�clips
and�wire�ties.�Imported.�UL-Listed.�

20A: ACS-2024-2C: 20A�power�strip�(70"L�x�15/8"H�x�13/8"D)�with�2�(20A)�circuits
and�pigtail�leads—black�chassis�with�12�white�and�12�grey�alternating�outlets�
(1�color�for�each�circuit).�Symmetrical�design�allows�hardwired�connections�to
be�made�from�either�end�without�an�additional�J-box.�Includes�mounting�clips
and�wire�ties.�Imported.�UL-Listed.�

ACS-2014-2C-HW:  20A�power�strip�(30"L�x�2"W�x�2"D)�with�2�(20A)�circuits.
Includes�3�duplex�and�8�single�outlets.�Terminates�to�6' non-metallic�flexible�
conduit�with�pigtail�leads.�Includes�multi-mount�brackets�and�hardware. Made
in�U.S.A.�ETL-Listed.

ACS-2014-IG-2C-HW:  same�as�above�but�has�3�duplex�and�8�single�
isolated�ground�outlets.�

ACS-2020-6C-HW: 20A�power�strip�(60"L�x�2"W�x�2"D)�with�6�(20A)�circuits
and�10�duplex�outlets.�Terminates�to�6' non-metallic�flexible�conduit�with�pigtail
leads.�Includes�multi-mount�brackets�and�hardware.�Made�in�U.S.A.�ETL-Listed.

ACS-2020-IG-6C-HW: same� as� above� but� with� 10� isolated� ground�
duplex�outlets.�

ACS-2020-10C-HW: 20A�power�strip�(60"L�x�2"W�x�2"D)�with�10�(20A)�circuits
and�10�duplex�outlets.�Terminates�to�6' non-metallic�flexible�conduit�with�pigtail
leads.�Includes�multi-mount�brackets�and�hardware.�Made�in�U.S.A.�ETL-Listed.

ACS-2020-IG-10C-HW: same�as�above�but�with�10� isolated�ground�
duplex�outlets.�

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACS-1524-2C 15A Hardwired Power Strip with 2-circuits, 24 single outlets 1 11 (5.5)
ACS-2024-2C 20A Hardwired Power Strip with 2-circuits, 24 single outlets 1 11 (5.5)
ACS-2014-2C-HW 20A Hardwired Power Strip with 2-circuits, 3 duplex & 8 single outlets 1 8 (3.5)
ACS-2014-IG-2C-HW 20A Hardwired Power Strip with 2-circuits, 3 duplex & 8 single isolated ground outlets 1 11 (5.5)
ACS-2020-6C-HW 20A Hardwired Power Strip with 6-circuits, 10 duplex outlets 1 11 (5.5)
ACS-2020-IG-6C-HW 20A Hardwired Power Strip with 6-circuits, 10 isolated ground duplex outlets 1 12 (5.5)
ACS-2020-10C-HW 20A Hardwired Power Strip with 10-circuits, 10 duplex outlets 1 13 (6)
ACS-2020-IG-10C-HW20A Hardwired Power Strip with 10-circuits, 10 isolated ground duplex outlets 1 14 (6.5)

ACS-1513-WW-HW 
includes 6' non-metallic,
flexible conduit. 

ACS-2020-6C-HW 
includes 6' non-metallic,
flexible conduit. 

Many hardwired
power strips feature
the new 6' flexible
conduit that’s easy
to trim in the field.

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACS-1513-WW-HW 15A Hardwired Power Strip with 13 single outlets, flexible conduit 1 5 (2.5)
ACS-2014-HW 20A Hardwired Power Strip with 7 duplex outlets, flexible conduit 1 7 (3)
ACS-2014-IG-HW 20A Hardwired Power Strip with 7 isolated ground duplex outlets, flexible conduit 1 8 (3.5)
ACS-2014-SS-HW 20A Hardwired Power Strip with 7 duplex outlets, surge suppression, flexible conduit 1 8 (3.5)



Hardwired

Hardwired

Corded

Corded

53Weights and measurements are approximate—refer to product specification sheets for complete product information (www.lowellmfg.com). 1 rack unit = 1.75" (44.45mm). 

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACS-2018-5C-RPC-HW 20A Hardwired Vertical Power Strip with remote control, 5-circuits, 9 duplex outlets 1 12 (5.5)
ACS-2018-IG-5C-RPC-HW 20A Hardwired Vertical Power Strip with remote control, 5-circuits, 9 IG duplex outlets 1 13 (6)

Power Strips – Remote Control (single-circuit)

Power Strips – Remote Control (multi-circuit)

Power Strips – 240VAC 50/60 Hz

15A: ACS-1510-RPC: 15A�vertical�power�strip��(30"L�x�2"W�x�2"D)�with�low�voltage
remote�control.�Features�5�duplex�outlets�(4�switched,�1�unswitched)�and�multi-
mount� brackets.� Includes� 9' 10" detachable� cord,� mounting� brackets� and�
hardware.�Made�in�U.S.A.�ETL-Listed.�

20A: ACS-2010-RPC-HW: 20A�vertical�power�strip��(30”L�x�2”W�x�2”D)��with�low�voltage
remote�control�features�5�duplex�outlets�(4�switched,�1�unswitched)�and�multi-mount
brackets.�Includes�6' non-metallic�flexible�conduit.�Made�in�U.S.A.�ETL-Listed.�

ACS-2010-IG-RPC-HW: same�as�above�but�with�5�IG�duplex�outlets.��

20A: ACS-2018-5C-RPC-HW: 20A�vertical�power�strip�(60"L�x�2"W�x�2"D)�with�4
switched� circuits� and� 1� unswitched� circuit� and� low� voltage� remote� control�
features�a�total�of�18�outlets�(2�duplex�outlets�per�switched�circuit�and�1�duplex
outlet�on�the�unswitched�circuit).�Includes�6' non-metallic�flexible�conduit,�multi-
mount�brackets�and�hardware.�Made�in�the�U.S.A.�ETL-Listed.�

ACS-2018-IG-5C-RPC-HW: same�as�above�but�with�18�IG�outlets.�

10A: ACSE-1012: 10A�vertical�power�strip�(30"L�x�2"W�x�2"D)�with�12�IEC�type�C13�outlets.
Power�inlet�IEC�type�C14.�Cord�provided�without�attachment�plug.�Made�in�U.S.A.
ETL-Listed.�Listed�to�EN�60065:2002,�A1,�A11,�C1�CE�approved�for�the�EU.

ACSE-1012-SW: same�as�above�but�with�switch.

ACSE-1015-SW: 10A�vertical�power�strip�(30"L�x�2"W�x�2"D)�with�15�IEC�type�C13
outlets�and�switch.�Power�inlet�IEC�type�C14.�Cord�provided�without�attachment
plug.�Made� in� U.S.A.� ETL-Listed.� Listed� to� EN� 60065:2002,� A1,� A11,� C1�CE�
approved�for�the�EU.

ACSE-1018: 10A�vertical�power�strip�(30"L�x�2"W�x�2"D)�with�18�IEC�type�C13�outlets.
Power�inlet�IEC�type�C14.�Cord�provided�without�attachment�plug.�Made�in�U.S.A.
ETL-Listed.�Listed�to�EN�60065:2002,�A1,�A11,�C1�CE�approved�for�the�EU.

ACSE-1020-SW: 10A�vertical�power�strip�(30"L�x�2"W�x�2"D)�with�20�IEC�type�C13
outlets�and�switch.�Power�inlet�IEC�type�C14.�Cord�provided�without�attachment
plug.�Made� in� U.S.A.� ETL-Listed.� Listed� to� EN� 60065:2002,� A1,� A11,� C1�CE�
approved�for�the�EU.�

ACSE-1024: 10A�vertical�power�strip�(30"L�x�2"W�x�2"D)�with�24�IEC�type�C13�outlets.
Power�inlet�IEC�type�C14.�Cord�provided�without�attachment�plug.�Made�in�U.S.A.
ETL-Listed.�Listed�to�EN�60065:2002,�A1,�A11,�C1�CE�approved�for�the�EU.

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACS-1510-RPC 15A Corded Vertical Power Strip with remote control, 5 duplex outlets 1 6 (3)

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACS-2010-RPC-HW 20A Hardwired Vertical Power Strip with remote control, 5 duplex outlets, flex-conduit 1 7 (3)
ACS-2010-IG-RPC-HW 20A Hardwired Vertical Power Strip with remote control, 5 IG duplex outlets, flex-conduit 1 7 (3)

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACSE-1012 10A Corded Vertical Power Strip, 12 IEC outlets 1 5 (2.5)
ACSE-1012-SW 10A Corded Vertical Power Strip, 12 IEC outlets, switch 1 5 (2.5)
ACSE-1015-SW 10A Corded Vertical Power Strip, 15 IEC outlets, switch 1 7 (3)
ACSE-1018 10A Corded Vertical Power Strip, 18 IEC outlets 1 7 (3)
ACSE-1020-SW 10A Corded Vertical Power Strip, 20 IEC outlets, switch 1 10 (4.5)
ACSE-1024 10A Corded Vertical Power Strip, 24 IEC outlets 1 10 (4.5)
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† For shipping integrity on external J-box configurations, the J-box and mounting hardware will be packed in a carton that’s placed inside the rack. POWERSTACs ordered without
a rack will incur additional packaging charges. 

Change your mind? Change‘em around!
Individual power modules can be reori-
ented in the field without removing the
entire strip from the rack.

Save time and labor – order the 
POWERSTAC™ pre-mounted in a
ganging or enclosed rack & have it
shipped directly to the job site.†

MODULAR: The�POWERSTAC™�modular�power�system�let’s�you�custom�design�a�power

strip�to�accommodate�specific�needs�of�almost�any�application.�Blank�modules

allow�room�for�future�expansion.�Save�time�in�the�field�by�ordering�a�ganging�or

enclosed�rack�with�a�pre-mounted�POWERSTAC.†

Full Component Library: J-boxes�for�internal�or�external�rackmount,�chassis

lengths�up�to�75",�single�or�multi-circuit�power�modules�(15A,�20A,�30A,�remote-

control�and�surge�suppression�options,�new�IEC�outlets).��

Field-Changeable Modules: the�patented�rotating�outlet�design�(US�patent

D535178S)� allows� individual� power�modules� to� be� repositioned� in� the� field�

without�removing�the�entire�power�strip�from�the�rack.

New Flexible-conduit Option: 6' non-metallic�flexible�conduit.

New “SIG” Option: the� default� grounding� scheme� for� configurations� with�

isolated� ground� circuits� is� a� common� IG� conductor.� You� can� also� order� an

independent�conductor�for�each�circuit�by�adding�the�“SIG”�suffix�to�the�end�of

the�custom�model�number�(additional�charges�apply).�Note:�there�are�limitations

to�the�number�of�circuits�that�will�fit�into�a�single�unit.�When�the�“SIG”�option�is

selected�with�the�6' flexible-conduit�configuration,�the�default�conduit�size�is�1.25".

Easy to Design:  three�basic�steps:�select�the�components�(chassis/J-box�or

chassis/flexible-conduit�combination,�individual�power�modules),�create�a�custom

part�number,�and�indicate�where�the�strip�is�to�be�mounted�in�the�rack�(additional

worksheets�are�available�online�at�www.lowellmfg.com).

1). Power Layout: select�chassis�length�and�J-box�(or�6' non-metallic

flexible�conduit)�according�to�rack�height�and�position�of�outlets.�The

J-box�can�be�positioned�inside�or�outside�the�rack.† Locate�chassis/

J-box�or�chassis/flexible-conduit� I.D.� (single�character� for�75",� two

characters�for�60",�three�characters�for�30")�and�record�number�in�top

box.�Then�select�individual�power�modules�(see�pg.�56�for�descriptions)

and� record� module� I.D.� numbers� in� order� desired,� placing� one�

character�in�each�box�as�shown�below.�

2). Custom Part No.: transfer�module�numbers�(in�order)�to�create�the

custom�part�number.�Fill�all�boxes,�adding�blank�modules�to�fill�gaps.

If�the�SIG�option�is�desired,�add�“SIG”�as�a�suffix�outside�the�boxes.

3). Rackmount Position: indicate� rackmount� position.� If� none� is�

indicated,�default�postion�will�be�used�for�positioning�outlets.�



Power�Module�I.D.�(descriptions�on�next�page).

Chassis with J-box on rack INTERIOR: I.D.
JB1�plus�30-inch�chassis: Y44
JB1�plus�60-inch�chassis:� X5
JB1�plus�75-inch�chassis: T
JB2�plus�30-inch�chassis: Y55
JB2�plus�60-inch�chassis:� X6
JB2�plus�75-inch�chassis: W
JB3�plus�30-inch�chassis: Y66
JB3�plus�60-inch�chassis:� X7
JB3�plus�75-inch�chassis: —
JB4�plus�30-inch�chassis: —
JB4�plus�60-inch�chassis:� X8
JB4�plus�75-inch�chassis: —
JB5�plus�30-inch�chassis: —
JB5�plus�60-inch�chassis:� —
JB5�plus�75-inch�chassis: —

Chassis with flexible-conduit: I.D.
6' conduit�at�top�of�30" chassis Y77
6' conduit�at�bottom�of�30" chassis Y88
6' conduit�at�top�of�60" chassis X9
6' conduit�at�bottom�of�60" chassis X0
6' conduit�at�top�of�75" chassis H
6' conduit�at�bottom�of�75" chassis J

Chassis with J-box on rack EXTERIOR: I.D.
JB1�plus�30-inch�chassis: Y11
JB1�plus�60-inch�chassis:� X1
JB1�plus�75-inch�chassis: K
JB2�plus�30-inch�chassis: Y22
JB2�plus�60-inch�chassis:� X2
JB2�plus�75-inch�chassis: N
JB3�plus�30-inch�chassis: Y33
JB3�plus�60-inch�chassis:� X3
JB3�plus�75-inch�chassis: P
JB4�plus�30-inch�chassis: —
JB4�plus�60-inch�chassis:� X4
JB4�plus�75-inch�chassis: Q
JB5�plus�30-inch�chassis: —
JB5�plus�60-inch�chassis:� —
JB5�plus�75-inch�chassis: R

BE BF BG BH

C26 C27 C28 C29
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POWERSTAC™ Module Library
Part�numbers�shown�on�this�page�are�for�use�in�designing�a�complete�POWERSTAC™�that� is�to�be�assembled�at�our�plant�and�shipped�as�a�
complete�unit.�Module�descriptions�are�on�page�56.�To�purchase�individual�(replacement)�modules,�use�the�part�numbers�on�pg.�57.�

Weights and measurements are approximate—refer to product specification sheets for complete product information (www.lowellmfg.com). 1 rack unit = 1.75" (44.45mm). 

I.D.�numbers�for�
chassis/J-box�combo�
or�
chassis/flexible-
conduit�combo.

(multi-circuit)

J-box�and�flexible-
conduit�descriptions
with�allowable�wire
combinations.

SIG�Option:��
6' flexible�conduit�
with�allowable�wire
combinations.

1 2 3 4 5 6 7 8 9 G

B1 B2 B3 B4 B5 B6 B7 B8 B9 BA BB BC BD BJ

C11 C12 C13 C14 C15 C16 C17 C18 C19 C20 C21 C22 C23 C24 C25 C30



Module Wt.
Part No. Description Unit lb. (kg)
POWER MODULES:  

1 5" module:  Blank 1 1 (.5)
2 5" module:  DUPLEX (1) 15A (NEMA 5-15R) 1 1 (.5)
3 5" module:  SINGLE (2) 15A (NEMA 5-15R) 1 1 (.5)
4 5" module:  DUPLEX (1) 20A (NEMA 5-20R) 1 1 (.5)
5 5" module:  DUPLEX (1) 20A Isolated Ground (NEMA 5-20R) 1 1 (.5)
6 5" module:  TWISTLOCK (1) 30A (NEMA L5-30R) 1 1 (.5)
7 5" module:  TWISTLOCK (1) 30A Isolated Ground (NEMA L5-30R) 1 1 (.5)
8 5" module:  SINGLE (1) 20A (NEMA 5-20R) 1 1 (.5)
9 5" module:  SINGLE (1) 20A Isolated Ground (NEMA 5-20R) 1 1 (.5)
G 5" module:  IEC-C13 (4) 15A 1 1 (.5)
B1 10" module:  Blank 1 1.5 (.75)
B2 10" module:  DUPLEX (3) 15A (NEMA 5-15R) 1 1.5 (.75)
B3 10" module:  SINGLE (4) 15A (NEMA 5-15R) 1 1.5 (.75)
B4 10" module:  DUPLEX (2) 20A (NEMA 5-20R) 1 1.5 (.75)
B5 10" module:  DUPLEX (2) 20A Isolated Ground (NEMA 5-20R) 1 1.5 (.75)
B6 10" module:  TWISTLOCK (1) 30A (NEMA L5-30R) 1 1.5 (.75)
B7 10" module:  TWISTLOCK (1) 30A Isolated Ground (NEMA L5-30R) 1 1.5 (.75)
B8 10" module:  DUPLEX (1) 20A (NEMA 5-20R) with remote control 1 1.5 (.75)
B9 10" module:  DUPLEX (1) 20A Isolated Ground (NEMA 5-20R) with remote control 1 1.5 (.75)
BA 10" module:  TWISTLOCK (1) 30A (NEMA L5-30R) with remote control 1 1.5 (.75)
BB 10" module:  TWISTLOCK (1) 30A Isolated Ground (NEMA L5-30R) with remote control 1 1.5 (.75)
BC 10" module:  DUPLEX (1) 20A (NEMA 5-20R) with surge suppressor 1 1.5 (.75)
BD 10" module:  DUPLEX (1) 20A Isolated Ground (NEMA 5-20R) with surge suppressor 1 1.5 (.75)
BE 10" module:  DUPLEX (2) 20A (NEMA 5-20R) 2 circuits, 1 duplex each 1 1.5 (.75)
BF 10" module:  DUPLEX (2) 20A Isolated Ground (NEMA 5-20R) 2 circuits, 1 duplex each 1 2 (1)
BG 10" module:  TWISTLOCK (2) 30A (NEMA L5-30R) 2 circuits, 1 outlet each 1 2 (1)
BH 10" module:  TWISTLOCK (2) 30A Isolated Ground (NEMA L5-30R) 2 circuits, 1 outlet each 1 2 (1)
BJ 10" module:  IEC-C13 (8) 15A 1 2 (1)
C11 15" module:  Blank 1 2 (1)
C12 15" module:  DUPLEX (4) 15A (NEMA 5-15R) 1 2 (1)
C13 15" module:  SINGLE (6) 15A (NEMA 5-15R) 1 2 (1)
C14 15" module:  DUPLEX (3) 20A (NEMA 5-20R) 1 2 (1)
C15 15" module:  DUPLEX (3) 20A Isolated Ground (NEMA 5-20R) 1 2 (1)
C16 15" module:  TWISTLOCK (1) 30A (NEMA L5-30R) 1 2 (1)
C17 15" module:  TWISTLOCK (1) 30A Isolated Ground (NEMA L5-30R) 1 2 (1)
C18 15" module:  DUPLEX (2) 20A (NEMA 5-20R) with remote control 1 2 (1)
C19 15" module:  DUPLEX (2) 20A Isolated Ground (NEMA 5-20R) with remote control 1 2 (1)
C20 15" module:  TWISTLOCK (1) 30A (NEMA L5-30R) with remote control 1 2 (1)
C21 15" module:  TWISTLOCK (1) 30A Isolated Ground (NEMA L5-30R) with remote control 1 2 (1)
C22 15" module:  DUPLEX (2) 20A (NEMA 5-20R) with surge suppressor 1 2 (1)
C23 15" module:  DUPLEX (2) 20A Isolated Ground (NEMA 5-20R) with surge suppressor 1 2 (1)
C24 15" module:  DUPLEX (1) 20A (NEMA 5-20R) with surge suppressor & remote control 1 2 (1)
C25 15" module:  DUPLEX (1) 20A Isolated Ground (NEMA 5-20R) with surge suppressor & remote control 1 2 (1)
C26 15" module:  DUPLEX (3) 20A (NEMA 5-20R) 3 circuits, 1 duplex each 1 2 (1)
C27 15" module:  DUPLEX (3) 20A Isolated Ground (NEMA 5-20R) 3 circuits, 1 duplex each 1 2.5 (1)
C28 15" module:  TWISTLOCK (3) 30A (NEMA L5-30R) 3 circuits, 1 outlet each 1 2 (1)
C29 15" module:  TWISTLOCK (3) 30A Isolated Ground (NEMA L5-30R) 3 circuits, 1 outlet each 1 2 (1)
C30 15" module:  IEC-C13 (12) 15A 1 2 (1)

I.D. FOR CHASSIS / J-BOX COMBINATION:   Chassis Wt.
Y11 30" 3-circuit chassis with J-box-1 mounted to rack exterior 1 7 (3)
X1 60" 3-circuit chassis with J-box-1 mounted to rack exterior 1 10 (4.5)
K 75" 3-circuit chassis with J-box-1 mounted to rack exterior 1 13 (6)
Y22 30" 4-circuit chassis with J-box-2 mounted to rack exterior 1 8 (3.5)
X2 60" 4-circuit chassis with J-box-2 mounted to rack exterior 1 11 (5)
N 75" 4-circuit chassis with J-box-2 mounted to rack exterior 1 14 (6.5)
Y33 30" 6-circuit chassis with J-box-3 mounted to rack exterior 1 8 (3.5)
X3 60" 6-circuit chassis with J-box-3 mounted to rack exterior 1 11 (5)
P 75" 6-circuit chassis with J-box-3 mounted to rack exterior 1 14 (6.5)
X4 60" 12-circuit chassis with J-box-4 mounted to rack exterior 1 12 (5.5)
Q 75" 12-circuit chassis with J-box-4 mounted to rack exterior 1 15 (7)
R 75" 15-circuit chassis with J-box-5 mounted to rack exterior 1 15 (7)
Y44 30" 3-circuit chassis with J-box-1 mounted to rack interior 1 7 (3)
X5 60" 3-circuit chassis with J-box-1 mounted to rack interior 1 10 (4.5)
T 75" 3-circuit chassis with J-box-1 mounted to rack interior 1 13 (6)
Y55 30" 4-circuit chassis with J-box-2 mounted to rack interior 1 8 (3.5)
X6 60" 4-circuit chassis with J-box-2 mounted to rack interior 1 11 (5)
W 75" 4-circuit chassis with J-box-2 mounted to rack interior 1 14 (6.5)
Y66 30" 6-circuit chassis with J-box-3 mounted to rack interior 1 8 (3.5)
X7 60" 6-circuit chassis with J-box-3 mounted to rack interior 1 11 (5)
X8 60" 12-circuit chassis with J-box-4 mounted to rack interior 1 12 (5.5)

I.D. FOR CHASSIS / FLEXIBLE-CONDUIT COMBINATION:   
Y77 30" 6-circuit chassis with 6' non-metallic flexible conduit (top) 1 6 (3)
Y88 30" 6-circuit chassis with 6' non-metallic flexible conduit (bottom) 1 6 (3)
X9 60" 12-circuit chassis with 6' non-metallic flexible conduit (top) 1 9 (4)
X0 60" 12-circuit chassis with 6' non-metallic flexible conduit (bottom) 1 9 (4)
H 75" 15-circuit chassis with 6' non-metallic flexible conduit (top) 1 12 (5.5)
J 75" 15-circuit chassis with 6' non-metallic flexible conduit (bottom) 1 12 (5.5)

POWERSTAC™ Modules 
These�model�numbers�are�used�when�designing�and�ordering�a�complete,�pre-assembled�POWERSTAC™.�Additional�charges�apply�for�the
“SIG”�option�and�for�packaging/shipping�units�without�a�rack.�
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POWERSTAC™ Individual Replacement Modules
The�ACM-series�of�model�numbers�shown�below�correspond�to�the�POWERSTAC™�modules�pictured�on�pg.�55�but�with�an�“ACM”�prefix�added
to� indicate� the�module�will�be�sold� individually� (not�as�part�of�a�preassembled�unit).�This�option�allows�customers� to�purchase� replacement�
components�for�their�POWERSTAC™�or�to�assemble�a�complete�unit�in�the�field�(limited�to�options�listed�below).�Individual�power�modules�with�the
ACM�prefix�include�a�ground�jump�cable�and�wire�leads.�

57Weights and measurements are approximate—refer to product specification sheets for complete product information (www.lowellmfg.com). 1 rack unit = 1.75" (44.45mm). 

Carton Carton Wt.
Part No. Description Pack lb. (kg)

INDIVIDUAL COMPONENTS:  POWER MODULES
ACM-1 5" module:  Blank 1 1 (.5)
ACM-2 5" module:  DUPLEX (1) 15A (NEMA 5-15R) 1 2 (1)
ACM-3 5" module:  SINGLE (2) 15A (NEMA 5-15R) 1 2 (1)
ACM-4 5" module:  DUPLEX (1) 20A (NEMA 5-20R) 1 2 (1)
ACM-5 5" module:  DUPLEX (1) 20A Isolated Ground (NEMA 5-20R) 1 2 (1)
ACM-6 5" module:  TWISTLOCK (1) 30A (NEMA L5-30R) 1 2 (1)
ACM-7 5" module:  TWISTLOCK (1) 30A Isolated Ground (NEMA L5-30R) 1 3 (1.5)
ACM-8 5" module:  SINGLE (1) 20A (NEMA 5-20R) 1 2 (1)
ACM-9 5" module:  SINGLE (1) 20A Isolated Ground (NEMA 5-20R) 1 2 (1)
ACM-G 5" module:  IEC-C13 (4) 15A 1 2 (1)
ACM-B1 10" module:  Blank 1 1.5 (.75)
ACM-B2 10" module:  DUPLEX (3) 15A (NEMA 5-15R) 1 3 (1.5)
ACM-B3 10" module:  SINGLE (4) 15A (NEMA 5-15R) 1 3 (1.5)
ACM-B4 10" module:  DUPLEX (2) 20A (NEMA 5-20R) 1 3 (1.5)
ACM-B5 10" module:  DUPLEX (2) 20A Isolated Ground (NEMA 5-20R) 1 3 (1.5)
ACM-B6 10" module:  TWISTLOCK (1) 30A (NEMA L5-30R) 1 3 (1.5)
ACM-B7 10" module:  TWISTLOCK (1) 30A Isolated Ground (NEMA L5-30R) 1 4 (2)
ACM-B8 10" module:  DUPLEX (1) 20A (NEMA 5-20R) with remote control 1 3 (1.5)
ACM-B9 10" module:  DUPLEX (1) 20A Isolated Ground (NEMA 5-20R) with remote control 1 3 (1.5)
ACM-BA 10" module:  TWISTLOCK (1) 30A (NEMA L5-30R) with remote control 1 4 (2)
ACM-BB 10" module:  TWISTLOCK (1) 30A Isolated Ground (NEMA L5-30R) with remote control 1 4 (2)
ACM-BC 10" module:  DUPLEX (1) 20A (NEMA 5-20R) with surge suppressor 1 3 (1.5)
ACM-BD 10" module:  DUPLEX (1) 20A Isolated Ground (NEMA 5-20R) with surge suppressor 1 3 (1.5)
ACM-BE 10" module:  DUPLEX (2) 20A (NEMA 5-20R) 2 circuits, 1 duplex each 1 3 (1.5)
ACM-BF 10" module:  DUPLEX (2) 20A Isolated Ground (NEMA 5-20R) 2 circuits, 1 duplex each 1 3 (1.5)
ACM-BG 10" module:  TWISTLOCK (2) 30A (NEMA L5-30R) 2 circuits, 1 receptacle each 1 4 (2)
ACM-BH 10" module:  TWISTLOCK (2) 30A Isolated Ground (NEMA L5-30R) 2 circuits, 1 receptacle each 1 4 (2)
ACM-BJ 10" module:  IEC-C13 (8) 15A 125VAC/10A 250VAC 1 3 (1.5)
ACM-C11 15" module:  Blank 1 2 (1)
ACM-C12 15" module:  DUPLEX (4) 15A (NEMA 5-15R) 1 3 (1.5)
ACM-C13 15" module:  SINGLE (6) 15A (NEMA 5-15R) 1 3 (1.5)
ACM-C14 15" module:  DUPLEX (3) 20A (NEMA 5-20R) 1 3 (1.5)
ACM-C15 15" module:  DUPLEX (3) 20A Isolated Ground (NEMA 5-20R) 1 3 (1.5)
ACM-C16 15" module:  TWISTLOCK (1) 30A (NEMA L5-30R) 1 3 (1.5)
ACM-C17 15" module:  TWISTLOCK (1) 30A Isolated Ground (NEMA L5-30R) 1 4 (2)
ACM-C18 15" module:  DUPLEX (2) 20A (NEMA 5-20R) with remote control 1 3 (1.5)
ACM-C19 15" module:  DUPLEX (2) 20A Isolated Ground (NEMA 5-20R) with remote control 1 3 (1.5)
ACM-C20 15" module:  TWISTLOCK (1) 30A (NEMA L5-30R) with remote control 1 4 (2)
ACM-C21 15" module:  TWISTLOCK (1) 30A Isolated Ground (NEMA L5-30R) with remote control 1 4 (2)
ACM-C22 15" module:  DUPLEX (2) 20A (NEMA 5-20R) with surge suppressor 1 3 (1.5)
ACM-C23 15" module:  DUPLEX (2) 20A Isolated Ground (NEMA 5-20R) with surge suppressor 1 3 (1.5)
ACM-C24 15" module:  DUPLEX (1) 20A (NEMA 5-20R) with surge suppressor & remote control 1 4 (2)
ACM-C25 15" module:  DUPLEX (1) 20A Isolated Ground (NEMA 5-20R) with surge suppressor & remote control 1 3 (1.5)
ACM-C26 15" module:  DUPLEX (3) 20A (NEMA 5-20R) 3 circuits, 1 duplex each 1 4 (2)
ACM-C27 15" module:  DUPLEX (3) 20A Isolated Ground (NEMA 5-20R) 3 circuits, 1 duplex each 1 5 (2.5)
ACM-C28 15" module:  TWISTLOCK (3) 30A (NEMA L5-30R) 3 circuits, 1 outlet each 1 5 (2.5)
ACM-C29 15" module:  TWISTLOCK (3) 30A Isolated Ground (NEMA L5-30R) 3 circuits, 1 outlet each 1 6 (3)
ACM-C30 15" module:  IEC-C13 (12) 15A 1 3 (1.5)

INDIVIDUAL COMPONENTS:  CHASSIS with NON-METALLIC FLEXIBLE CONDUIT
ACM-30WP 30" chassis with 6' x 0.75" non-metallic flexible conduit for ACM-series replacement modules 1 6 (3)
ACM-60WP 60" chassis with 6' x 1.00" non-metallic flexible conduit for ACM-series replacement modules 1 9 (4)
ACM-75WP 75" chassis with 6' x 1.25" non-metallic flexible conduit for ACM-series replacement modules 1 12 (5.5)

INDIVIDUAL COMPONENTS:  J-BOX
ACM-JBEX4 External J-box kit with bracket and hardware 12-20A 1 3 (1.5)
ACM-JBEX5 External J-box kit with bracket and hardware 15-20A 1 4 (2)
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15A: ACSP-1502-RPC: high-performance,� low-profile� (9"L�x�6"W�x�1.75"H)�15A
surge�suppressor�with�remote-control�mounts�under�counters,�in�racks�or�on
shelves�with�versatile�multi-mount�brackets�(included).�Also�includes�a�detachable
IEC�cord�and�NEMA�5-15P�plug.�Features�advanced�surge�suppression�with
GSA� GradeA–Mode1–Class1� endurance,� UL1449-2� and� ANSI� C62.41�
compliance.� Suppresses� line� to� neutral� without� ground� contamination.�
Proprietary� TCR™� technology� defeats� surges� up� to� 72,000A� and� provides�
excellent�EMI/RFI�filtering.�Includes�2�outlets�with�patented�(#D535178S)�rotating
plates�that�turn�90˚�for�front�or�side�access.�10-year�warranty.�ETL-Listed.�

ACSP-1502-VTE: same�as�above�but� instead�of� the�remote�control� it�
features�VTE™�over/under�protection.�

20A: ACSP-2002-RPC:  high-performance,� low-profile� (9"L�x�6"W�x�1.75"H)�20A
surge�suppressor�with�remote-control�mounts�under�counters,�in�racks�or�on�a
shelf�with�versatile�multi-mount�brackets�(included).�Includes�an�attached�IEC
cord�and�NEMA�5-20P�plug.�Features�advanced�surge�suppression�with�GSA
GradeA–Mode1–Class1�endurance,�UL1449-2�and�ANSI�C62.41�compliance.
Suppresses�line�to�neutral�without�ground�contamination.�Proprietary�TCR™
technology�defeats�surges�up�to�72,000A�and�provides�excellent�EMI/RFI�filtering.
Includes�2�outlets�with�patented�(#D535178S)�rotating�plates�that�turn�90˚�for
front�or�side�access.�10-year�warranty.�ETL-Listed.�

ACSP-2002-VTE: same�as�above�but� instead�of� the�remote�control� it�
features�VTE™�over/under�protection.�

15A: ACSPS-1502: low-profile� (12"L�x�2"W�x�2"H)�15A�stick�mounts�behind�flat
screens,�under�counters,� in� racks�or�on�shelves�using�versatile�multi-mount
brackets� (included).� Includes� detachable� IEC� cord� and� NEMA� 5-15P� plug.�
Features� advanced� surge� suppression� with� GSA� GradeA–Mode1–Class1�
endurance,�UL1449-2�and�ANSI�C62.41�compliance.�Suppresses�line�to�neutral
without�ground�contamination.�Proprietary�TCR™�technology�defeats�surges�up
to�72,000A�and�provides�excellent�EMI/RFI�filtering.�Includes�2�single�outlets.
10-year�warranty.�ETL-Listed.�

OPTIONS: Mounting Panel (ACS-MP): 1U�aluminum�panel�allows�COMPAC-STIC�to�be
mounted�in�19"�EIA�format�on�inside�or�outside�of�rack,�or�on�third�rail�set�inside
rack�with�outlets�facing�up,�down�or�sideways.�Ideal�for�use�with�LVR,�LCR,�LLR
and�LPTR-series�racks�where�space�may�be�limited.�Black.�Made�in�U.S.A.

See�pages�47-49.�

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACSP-1502-RPC 15A COMPAC™ advanced surge suppression with remote control 1 5 (2.5)
ACSP-1502-VTE 15A COMPAC™ advanced surge suppression with VTE™ over/under protection 1 5 (2.5)
ACSP-2002-RPC 20A COMPAC™ advanced surge suppression with remote control 1 5 (2.5)
ACSP-2002-VTE 20A COMPAC™ advanced surge suppression with VTE™ over/under protection 1 5 (2.5)

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACSPS-1502 15A COMPAC™STIC surge suppressor 1 5 (2.5)
ACS-MP Mounting Panel IU 1 1 (.5)

The COMPAC™-STIC 
includes  multi-mount brackets 
and detachable cord.

COMPAC™ (ACSP-2002-RPC) 20A surge
suppressor includes remote power control,
attached cord and multi-mount brackets for
mounting versaility (15A models have a
detachable cord). 

POWER IV:

ADVANCED SURGE SUPPRESSION

Rackmount

COMPAC™

COMPAC™ STIC
Corded

ACS-MP
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Single-circuit: ACSP-2004: 20A�1-circuit�surge�suppressor�(7"W�x�8"H�x�3"D)�for�rack,�wall�or
above-grade� (plenum)� installation.� Meets� GSA� GradeA–Mode1–Class1�
endurance�(UL�1449-2�adjunct).�ANSI�C62.41�compliant.�Suppresses�line�to
neutral�without�ground�contamination.�Proprietary�TCR™�technology�defeats
surges�up�to�72,000A�and�provides�excellent�EMI/RFI�filtering.�Features�LED�
status�indicators�on�front�and�knockouts�on�all�sides.�Includes�2�duplex�outlets
with�patented�(US�patent�no.�D535178S)�rotating�plates�that�turn�90˚�for�front�or
side�access,�and�2�blank�plates�for�NEMA�1�hardwire�applications.�UL-Listed.�
10-year�warranty.�Limited quantities.

ACSP-2004-IG: 20A�1-circuit�surge�suppressor�(7"W�x�8"H�x�3"D)�for�rack,�wall
or� above-grade� (plenum)� installation.� Meets� GSA� GradeA–Mode1–Class1�
endurance�(UL�1449-2�adjunct).�ANSI�C62.41�compliant.�Suppresses�line�to
neutral�without�ground�contamination.�Proprietary�TCR™�technology�defeats
surges�up�to�72,000A�and�provides�excellent�EMI/RFI�filtering.�Features�LED�
status�indicators�on�front�and�knockouts�on�all�sides.�Includes�2�isolated�ground
duplex�outlets�with�patented�(US�patent�no.�D535178S)�rotating�plates�that�turn
90˚�for�front�or�side�access,�and�2�blank�plates�for�NEMA�1�hardwire�applications.
UL-Listed.�10-year�warranty.�Limited quantities.

ACSP-2004-IG-GTF: 20A�1-circuit�surge�suppressor�(7"W�x�8"H�x�3"D)�for�rack,
wall�or�above-grade�(plenum)�installation.�Meets�GSA�GradeA–Mode1–Class1
endurance�(UL�1449-2�adjunct).�ANSI�C62.41�compliant.�Suppresses�line�to
neutral�without�ground�contamination.�Proprietary�TCR™�technology�defeats
surges�up�to�72,000A�and�provides�excellent�EMI/RFI�filtering.�Features�LED�
status�indicators�on�front�and�knockouts�on�all�sides.�Includes�2�isolated�ground
duplex�outlets�with�patented�(US�patent�no.�D535178S)�rotating�plates�that�turn
90˚�for�front�or�side�access,�and�2�blank�plates�for�NEMA�1�hardwire�applications.
Also�includes�ground�transient�filter�(GTF).�ETL-Listed.�10-year�warranty.�Limited
quantities.

ACSP-2004-IG
shown with 1 outlet
rotated to side. 

ACSP-2004-IG-GTF 

ACSP-2004-IG 

20A: AC-GTF20-IG: ETL-recognized�filtering�device�(for�15A�or�20A�circuits)�to�be
added�to�power�conditioning� installations.�Kit� includes�slim-profile�GTF�filter,�
2�isolated�ground�duplex�outlets�and�wire�nuts.�Installs�in�series�with�ground�wire
(in�isolated�circuits)�to�protect�equipment�from�high-frequency�ground�transients
caused�by�ground�faults,�atmospheric�conditions�or�other�discharges�on�the
ground.�Per�NEC�requirements,�the�GTF�filter�does�not�impede�60Hz�fault�current.
Can�be�used�as�a�kit�in�conjunction�with�surge�suppressors�or�factory�installed
(see�GTF�models�below�and�on�next�page).�

Note regarding grounding and bonding of electrical or electronic sys-
tems: Lowell�strongly�recommends�compliance�with�all�applicable�sections�of
the�National�Electrical�Code�(NEC)�and�local�building�codes.�In�situations�where
the� grounding� and� bonding� system� is� less� than� ideal� and� upgrading� the�
grounding�system�is�not�possible,�Lowell’s�ground�transient�filter�may�provide
isolation�from�noise�and�interference�that’s�needed�to�ensure�proper,�reliable�per-
formance�of�system�components.�

Carton Carton Wt.
Model No. Description Pack lb. (kg)

AC-GTF20-IG 20A Ground Transient Filter Kit with 2 isolated ground duplex outlets 1 3 (1.5)

AC-GTF20-IG

Ground Transient Filter (GTF)

Stand-alone 

Weights and measurements are approximate—refer to product specification sheets for complete product information (www.lowellmfg.com). 1 rack unit = 1.75" (44.45mm). 

Hardwired

Hardwired

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACSP-2004 20A single-circuit surge suppressor, 2 duplex outlets 1 5 (2.5)
ACSP-2004-IG 20A single-circuit surge suppressor, 2 IG duplex outlets 1 5 (2.5) 
ACSP-2004-IG-GTF 20A single-circuit surge suppressor, 2 IG duplex outlets, GTF 1 6 (3)

•

•

•
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Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACSP20-2C 20A Hardwired Surge Suppressor, 2-circuits, 2 duplex outlets 1 13 (6)
ACSP20-3C 20A Hardwired Surge Suppressor, 3-circuits, 2 duplex outlets 1 14 (6.5)
ACSP20-4C 20A Hardwired Surge Suppressor, 4-circuits, 2 duplex outlets 1 14 (6.5)
ACSP20-5C 20A Hardwired Surge Suppressor, 5-circuits, 2 duplex outlets 1 15 (7)
ACSP20-6C 20A Hardwired Surge Suppressor, 6-circuits, 2 duplex outlets 1 15 (7)
ACSP20M 20A Hardwired Surge Suppression Module (no box), 1-circuit 1 4 (2)
ACSP20-2C-GTF 20A Hardwired Surge Suppressor, 2-circuits, 2 duplex outlets & GTF 1 15 (7)
ACSP20-3C-GTF 20A Hardwired Surge Suppressor, 3-circuits, 2 duplex outlets & GTF 1 17 (7.5)
ACSP20-4C-GTF 20A Hardwired Surge Suppressor, 4-circuits, 2 duplex outlets & GTF 1 18 (8)
ACSP20-5C-GTF 20A Hardwired Surge Suppressor, 5-circuits, 2 duplex outlets & GTF 1 20 (9)
ACSP20-6C-GTF 20A Hardwired Surge Suppressor, 6-circuits, 2 duplex outlets & GTF 1 21 (9.5)
ACSP20M-GTF 20A Hardwired Surge Suppression Module (no box), 1-circuit & GTF 1 5 (2.5)

Multi-circuit: ACSP20-2C: 20A�2-circuit�surge�suppressor�box�(14"W�x�14.5"H�x�4"D)�with
screw� terminal� outputs,� knockouts� on� all� sides� and� a� cover� plate� that’s
punched�to�expose�(3)�LEDs�for�circuit�status�indication�without�opening�the
box.�For�use�as�stand-alone�surge�suppressor�or�in�conjunction�with�an�AC
loadcenter�to�provide�surge�protection�to�specific�circuits.�More�than�1�unit
can�be�connected�to�a�single�loadcenter�for�large�installations.��Units�can�also
be� used� with� Lowell’s� sequence-controlled� AC� loadcenters.� Meets� GSA
GradeA–Mode1–Class1�endurance�(UL�1449-2�adjunct).�Suppresses�line�to
neutral�without�ground�contamination.�Proprietary�TCR™�technology�defeats
surges� up� to� 72,000A� and� provides� excellent� EMI/RFI� filtering.� 10-year�
warranty.�ANSI�C62.41�compliant.�ETL-Listed.

ACSP20-3C:  same�as�above�but�with�3�circuits.

ACSP20-4C:  same�as�above�but�with�4�circuits.

ACSP20-5C:  same�as�above�but�with�5�circuits.

ACSP20-6C: same�as�above�but�with�6�circuits.

ACSP20-2C-GTF:  20A�2-circuit�surge�suppressor�box�(14"W�x�14.5"H�x�4"D)
with�screw�terminal�outputs,�knockouts�on�all�sides�and�a�cover�plate�that’s
punched�to�expose�(3)�LEDs�for�circuit�status�indication�without�opening�the
box.�For�use�as�stand-alone�surge�suppressor�or�in�conjunction�with�an�AC
loadcenter�to�provide�surge�protection�to�specific�circuits.�More�than�1�unit
can�be�connected�to�a�single�loadcenter�for�large�installations.�Units�can�also
be� used� with� Lowell’s� sequence-controlled� AC� loadcenters.� Meets� GSA
GradeA–Mode1–Class1�endurance�(UL�1449-2�adjunct).�Suppresses�line�to
neutral�without�ground�contamination.�Proprietary�TCR™�technology�defeats
surges�up�to�72,000A�and�provides�excellent�EMI/RFI�filtering.�Each�circuit
also�includes�ground�transient�filter�(GTF). 10-year�warranty.�ANSI�C62.41
compliant.�ETL-Listed.�

ACSP20-3C-GTF:  same�as�above�but�with�3�circuits.

ACSP20-4C-GTF:  same�as�above�but�with�4�circuits.

ACSP20-5C-GTF:  same�as�above�but�with�5�circuits.

ACSP20-6C-GTF: same�as�above�but�with�6�circuits.

Replacement
Modules: ACSP20M: 20A�surge�suppression�replacement�(or�add-on)�module�for�use

with�models�ACSP20-2C,�ACSP20-3C,�ACSP20-4C,�ACSP20-5C�or�ACSP20-
6C.�Does�not�include�box.

ACSP20M-GTF:  20A�surge�suppression�replacement�(or�add-on)�module�with
ground�transient�filter�(GTF)�for�use�with�models:�ACSP20-2C-GTF,�ACSP20-
3C-GTF,�ACSP20-4C-GTF,�ACSP20-5C-GTF,�or�ACSP20-6C-GTF.�Does�not�
include�box.

ACSP20-6C

ACSP20-3C-GTF

ACSP20M-GTF

Hardwired (con’t.)
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100A: ACLC-100-20-SC248ASM:  1-phase,�100A,�20-space,�20-circuit�loadcenter
with� 8-step� sequencer� provides� one-switch� control� of� circuit� breakers� for�
sequential�AC�power�distribution�to�system�components.�Sequence�controller
provides� time-delayed� activation/deactivation� of� connected� equipment� and�
controls� up� to�24-circuits�with�8-steps� (3-circuits�per� step).�Sequencer�has�
alternate�sequence�mode�(ASM)�to�provide�two�options:�full�system�(standard)
or�partial�system�(ASM)�to�bypass�select�outputs�(ideal�for�small�events�like�re-
hearsals).�Interfaces�to�life�safety�alarm�system.�Installation�examples�can�be
viewed�online�at�Lowellmfg.com.�

System� includes:� Cutler� Hammer� (1-phase,� 100A,� 20-space,� 20-circuit)�
loadcenter,�alternate�sequence�mode�controller� (ACSC-248-ASM),�2�remote
switches,� 1� remote�ASM� switch,� LED�status� display�module� (Decora-style),�
control�transformer,�snap-in�bushings�and�wire�ties.�UL-Listed.

200A: ACLC-200-30-SC248ASM: same�as�above�but�1-phase,�200A,�30-space,�
40-circuit�loadcenter.��

125A: ACLC-3P-125-30-SC248ASM:  3-phase,�125A,�30-space,�42-circuit� load-
center�with�8-step�sequence�controller�provides�one-switch�control�of�circuit
breakers�for�sequential�AC�power�distribution�to�system�components.�Sequence
controller�provides�time-delayed�activation/deactivation�of�connected�equipment
and�controls�up�to�24-circuits�with�8-steps�(3-circuits�per�step).�Sequencer�has�
alternate�sequence�mode�(ASM)�to�provide�two�options:�full�system�(standard)
or�partial�system� (ASM)� to�bypass�select�outputs� (ideal� for�small�events� like�
rehearsals).�Interfaces�to�life�safety�alarm�system.�Installation�examples�can�be
viewed�online�at�Lowellmfg.com.��

System� includes:� Cutler� Hammer� loadcenter� (3-phase,� 125A,� 30-space,�
42-circuit)� alternate� sequence�mode� controller� (ACSC-248-ASM),� 2� remote
switches,� 1� remote�ASM� switch,� LED�status� display�module� (Decora-style),�
control�transformer,�snap-in�bushings�and�wire�ties.�UL-Listed.

225A: ACLC-3P-225-42-SC248ASM: same�as�above�but�3-phase,�225A,�42-space,
42-circuit�loadcenter.��

8-STEP: ACSC-248-ASM: 8-step� sequence� controller� provides� time-delayed
activation/deactivation�of�equipment�connected�to�loadcenter�circuits.�Controls
up�to�24�circuits�with�8-steps�(3-circuits�per�step).�Low-voltage�contact�closure
allows�system�to�interface�with�head-end�control�systems.�Features�alternate�
sequence�mode�(ASM)�providing�two�options:�full�system�(standard)�or�partial�
system�(ASM)�to�bypass�select�outputs�and�activate�part�of�the�system�(ideal�for
small�events�like�rehearsals).�May�be�installed�directly�to�loadcenter�or�at�a�remote
location.�UL-Listed.�Note:�This�sequencer�is�included�with�the�loadcenter�systems
listed�above.�Order�this�unit�if�an�additional�sequencer�is�needed.�

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACLC-3P-125-30-SC248ASM AC Loadcenter System (3-phase, 125A, 30-space, 42-circuit) with ASM 1 46 (21)
ACLC-3P-225-42-SC248ASM AC Loadcenter System  (3-phase, 225A, 42-space, 42-circuit) with ASM 1 53 (24)

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACLC-100-20-SC248ASM AC Loadcenter System (1-phase, 100A, 20-space, 20-circuit) with ASM 1 36 (16.5)
ACLC-200-30-SC248ASM AC Loadcenter System (1-phase, 200A, 30-space, 40-circuit) with ASM 1 48 (22)

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACSC-248-ASM Sequence Controller with ASM for AC loadcenter (8-step, 24-circuit) 1 13 (6)

The ACSC-248-ASM 
sequence controller can be
purchased separately or as
part of a loadcenter system
(above).

POWER V:

LOADCENTERS

Loadcenter with Sequence Controller

Sequence Controller (only)

ACLC-100-20-SC248ASM

Single-phase

Three-phase

24-circuit
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20A: ACRB-20-1: 20A��1-pole�remote�breaker�with�control�cable�that�plugs�into�
sequencer.�

ACRB-20-2: 20A��2-pole�remote�breaker�with�control�cable�that�plugs�into�
sequencer.�

30A: ACRB-30-1: 30A��1-pole�remote�breaker�with�control�cable�that�plugs�into�se-
quencer.�

ACRB-30-2: 30A��2-pole�remote�breaker�with�control�cable�that�plugs�into�
sequencer.

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACRB-20-1 Remote Breaker 20A circuit, 1-pole, pulse solenoid 1 1 (.5)
ACRB-20-2 Remote Breaker 20A circuit, 2-pole, pulse solenoid 1 2 (1)
ACRB-30-1 Remote Breaker 30A circuit, 1-pole, pulse solenoid 1 1 (.5)
ACRB-30-2 Remote Breaker 30A circuit, 2-pole, pulse solenoid 1 2 (1)

Carton Carton Wt.
Model No. Description Pack lb. (kg)

ACB-20-1 Standard Breaker 20A circuit, 1-pole 1 1 (.5)

ACRB-20-1 ACRB-20-2

ACB-20-1

Circuit Breakers

Standard

Controlled

20A: ACB-20-1: 20A�standard�(stab-mount)�breaker,�1-pole.
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POWER VI:

SURFACE-MOUNT DEVICES

Remote-Controls – for use with sequencers or remote switches (pg. 50, 63-64).

Corded

Sequencers

Hardwired

Low Voltage

15A: RPC-1:  15A�non-rackmount,�remote�power�control�(7.5"L�x�3.25"W�x�1.75"H)
with�1�duplex�outlet.�6' cord.�ETL-Listed.

RPC-3N1: 15A�non-rackmount�remote�power�control�(16"L�x�3"W�x�2.5"H)�with
circuit�breaker�and�4�duplex�outlets�(3-switched,�1-unswitched).�Includes�power
supply,�relays,�3�individually�controlled�duplex�outlets,�1�“always�hot”�duplex�
outlet,�barrier�strip�connections,�and�a�24�VDC�output� for�powering� remote�
indicators.�6' cord.�

20A: RPC-1-20A-CD: 20A�non-rackmount�remote�power�control�(7.5"L�x�3.25"W�x
2.75"H)�with�1�duplex�outlet.�Terminates�to�6' cord.�ETL-Listed.

RPC-1-TVSS-CD:  20A�non-rackmount�remote�power�control�(7.5"L�x�3.25"W
x�2.75"H)�with�transient�voltage�surge�suppressor�and�1�duplex�outlet.�6' cord.
ETL-Listed.�

20A: RPC-1-20A-MC:  20A�non-rackmount�remote�power�control�(7.5"L�x�3.25"W�x
2.75"H)�with�1�duplex�outlet.�6' metal�clad�whip.�ETL-Listed.

RPC-1-IG-MC:  20A�non-rackmount�remote�power�control�(7.5"L�x�3.25"W�x
2.75"H)�with�1�isolated�ground�duplex�outlet.�6' metal�clad�whip.�ETL-Listed.�

RPC-1-TVSS-MC: 20A�non-rackmount�remote�power�control�(7.5"L�x�3.25"W
x�2.75"H)�with�transient�voltage�surge�suppressor�and�1�isolated�ground�duplex
outlet.�6' metal�clad�whip.�ETL-Listed.

30A: RPC-1-30A-MC:  30A�non-rackmount�remote�power�control�(7.5"L�x�3.25"W�x
2.75"H)�with�1�twistlock�outlet.�6' metal�clad�whip.�ETL-Listed.

4-STEP: SCS-4:��4-output,�non-rackmount,�chassis-style�sequencer�(7"L x�3.25"W�x
1.5"H)� provides� time-delayed� activation/deactivation� of� equipment� that’s�
connected� to�RPC-series�power�controls.�Each�output�activates�equipment�
connected�to�a�maximum�of�10�remote�power�controls.�Features�LED�status�
indicator�and�UL-Listed�power�supply.�Switch�with�maintained�closure�is�used
to�activate�sequencer� (pg.�64,�order�separately).�MSM�switch�needed�when�
sequencer�is�used�with�multiple�switches�(pg.�64,�order�separately).�

8-STEP: SCS-8:  same�as�above�but�chassis�(10"L�x�3.25"W�x�1.5"H)�has�8-outputs�and
unit�is�compatible�with�maintained�or�momentary�remote�switches�(no�external
MSM�needed).�

Carton Carton Wt.
Model No. Description Pack lb. (kg)

SCS-4 Low-voltage Sequencer (4-output) 1 3 (1.5)
SCS-8 Low-voltage Sequencer (8-output) 1 3 (1.5)

Carton Carton Wt.
Model No. Description Pack lb. (kg)

RPC-1-20A-MC 20A Hardwired Remote Power Control, 1 duplex outlet 1 4 (2)
RPC-1-30A-MC 30A Hardwired Remote Power Control, 1 twistlock outlet 1 4 (2)
RPC-1-IG-MC 20A Hardwired Remote Power Control, 1 isolated ground duplex outlet 1 4 (2)
RPC-1-TVSS-MC 20A Hardwired Remote Power Control with surge suppression, 1 duplex outlet 1 4 (2)

Carton Carton Wt.
Model No. Description Pack lb. (kg)

RPC-1 15A Corded Remote Power Control, 1 duplex outlet 1 2 (1)
RPC-3N1 15A Corded Remote Power Control, 4 duplex outlets 1 4 (2)
RPC-1-20A-CD 20A Corded Remote Power Control, 1 duplex outlet 1 2 (1)
RPC-1-TVSS-CD 20A Corded Remote Power Control with surge suppression, 1 duplex outlet 1 2 (1)

RPC-1-TVSS-CD
includes 6'. cord.

RPC-3N1 includes 6' cord. 

RPC-1 
with 6' cord.

RPC-1-20A-MC includes 
6' metal-clad whip.

RPC-1-30A-MC with
6' metal-clad whip.

SCS-4

SCS-8



HARDWARE: RPSW-KEY:  replacement�keys�for�RPSB-K�and�RPSW-K�models.�1-pr.

Carton Carton Wt.
Model No. Description Pack lb. (kg)

RPSW-KEY Replacement Key (for RPSB-K and RPSW-K series) 1-pr 1 (.5) 

Replacement Key
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1 LED: RPSB-R: low-voltage,�rocker�switch�in�steel�EIA�panel�(19"W�x�1U)�activates
equipment�that’s�connected�to�a�remote�power�control.�Single-pole,�single-throw
(SPST)�switch�features�maintained�closure�for�single-switch�applications.�Includes
1�LED�status�indicator�(requires�3-conductor�wire)�and�rear�connection�termination
strips.�Typically�used�with�RPC-series�(stand-alone)�or�SCS-4�(pg.�63).

RPSB-KR: same�as�above�but�with�key�switch.

1 LED: RPSB-MR: low-voltage,�rocker�switch�in�steel�EIA�panel�(19"W�x�1U)�activates
equipment�that’s�connected�to�a�remote�power�control.�Single-pole,�single-throw
(SPST)�switch�features�MOMENTARY�closure�for�applications�where�multiple
switches�are�used�to�activate�equipment.�Includes�1�LED�status�indicator�and
rear�connection�termination�strips.�Typically�used�with�SCS-8�(pg.�63),�SCS-4R
(pg.�50)�or�MSM�(below).

RPSB-MKR:  same�as�above�but�with�key�switch.

2 LED: RPSB2-MR: low-voltage,�rocker�switch�in�steel�EIA�panel�(19"W�x�1U)�activates
equipment�that’s�connected�to�a�remote�power�control.�Single-pole,�single-throw
(SPST)�switch�features�MOMENTARY�closure�for�applications�where�multiple
switches�are�used�to�activate�equipment.�Includes�2�LED�status�indicators�and
rear�connection�termination�strips�(requires�4-conductor�wire).�Typically�used�with
SCS8R-ASM,�SCS8RK-ASM�(pg.�50)�or�loadcenter�sequencers�(pg.�61).

RPSB2-MKR: same�as�above�but�with�key�switch.

Carton Carton Wt.
Model No. Description Pack lb. (kg)

RPSB-MR 1U Rackmount Switch, 1-LED (momentary closure) rocker switch 1 1 (.5)
RPSB-MKR 1U Rackmount Switch, 1-LED  (momentary closure) key switch 1 1 (.5)
RPSB2-MR 1U Rackmount Switch, 2-LED (momentary closure) rocker switch 1 1 (.5)
RPSB2-MKR 1U Rackmount Switch, 2-LED  (momentary closure) key switch 1 1 (.5)

Carton Carton Wt.
Model No. Description Pack lb. (kg)

RPSB-R 1U Rackmount Switch, 1-LED (maintained closure) rocker switch 1 1 (.5)
RPSB-KR 1U Rackmount Switch, 1-LED (maintained closure) key switch 1 1 (.5)

Rocker switch

RPSB-R

POWER VII:

SWITCHES

Rackmount Switches
Maintained Closure

Momentary Closure

Momentary Switch Module
Surface-mount

MSM: low-voltage�switch�module�(for�RPC�and�SCS-4)�designed�to�convert�a
maintained� switch� closure� (required� in� RPC� controls)� to� a� MOMENTARY�
CLOSURE�function,�allowing�multiple�switch�locations.�Note:�sequencer�model
SCS-4�requires� this�module� if�used�with�multiple�switches.�Other�sequencer�
models�already�include�a�momentary�closure�function.�

Carton Carton Wt.
Model No. Description Pack lb. (kg)

MSM Momentary Closure Switch Module 1 1 (.5)

MSM

RPSB2-MR

RPSB-MR
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1 LED: Typically used with RPC-series (stand-alone) or SCS-4 (pg. 63).

RPSB-P: low-voltage�Decora-style�(1-gang)�wall�plate�activates�equipment�that’s�connected�to�a
remote�power�control.�Switch�features�maintained�closure�for�single-switch�applications.�Includes�1
LED�status�indicator�(requires�3-conductor�wire)�and�rear�connection�termination�strips.�Single�Pole
Single�Throw�(SPST).�Rocker�switch.�Black�plate�and�subplate.�

RPSW-P: same�as�above�but�white�plate�and�subplate.

RPSB-KP: low-voltage�Decora-style�(1-gang)�wall�plate�activates�equipment�that’s�connected�to
a�remote�power�control.�Switch�features�maintained�closure�for�single-switch�applications.�Includes
1�LED�status�indicator�(requires�3-conductor�wire)�and�rear�connection�termination�strips.�Single
Pole�Single�Throw�(SPST).�Key�switch.�Black�plate�and�subplate.�

RPSW-KP: same�as�above�but�white�plate�and�subplate.

RPSB-KP-ASM: low-voltage�Decora-style�(1-gang)�wall�plate�ONLY�for�use�with�sequencers
that�include�the�alternate�sequence�mode�(ASM)�option.�Includes�1�LED�status�indicator�(requires
3-conductor�wire)�and�rear�connection�termination�strips.�Single�Pole�Single�Throw�(SPST).�Key
switch.�Black�plate�and�subplate.�

RPSW-KP-ASM: same�as�above�but�white�plate�and�subplate.

Carton Carton Wt.
Model No. Description Pack lb. (kg)

RPSB-P Black Decora-style Wall Plate Switch 1-LED (maintained closure) rocker switch 1 1 (.5)
RPSW-P White Decora-style Wall Plate Switch 1-LED (maintained closure) rocker switch 1 1 (.5)
RPSB-KP Black Decora-style Wall Plate Switch 1-LED (maintained closure) key switch 1 1 (.5)
RPSW-KP White Decora-style Wall Plate Switch 1-LED (maintained closure) key switch 1 1 (.5)
RPSB-KP-ASM Black Decora-style Wall Plate Switch 1-LED (maintained closure) key switch & ASM 1 1 (.5)
RPSW-KP-ASM White Decora-style Wall Plate Switch 1-LED (maintained closure) key switch & ASM 1 1 (.5)

Wall Plate Switches
Maintained Closure

Momentary Closure
1 LED: Typically used with SCS-8 (pg. 63), SCS-4R (pg. 50) or MSM (pg. 64).

RPSB-MP: low-voltage�Decora-style�(1-gang)�wall�plate�activates�equipment�that’s�connected�to
a� remote�power�control.�Switch� features�MOMENTARY�closure� for�applications�where�multiple
switches�are�used�to�activate�equipment.�Includes�1�LED�status�indicator�(requires�3-conductor�wire)
and�rear�connection�termination�strips.�Single�Pole�Single�Throw�(SPST).�Rocker�switch.�Black�plate
and�subplate.�

RPSW-MP: same�as�above�but�white�plate�and�subplate.

RPSB-MKP: low-voltage�Decora-style�(1-gang)�wall�plate,�activates�equipment�that’s�connected
to�a�remote�power�control.�Switch�features�MOMENTARY�closure�for�applications�where�multiple
switches�are�used�to�activate�equipment.�Includes�1�LED�status�indicator�(requires�3-conductor�wire)
and�rear�connection�termination�strips.�Single�Pole�Single�Throw�(SPST).�Key�switch.�Black�plate
and�subplate.�

RPSW-MKP same�as�above�but�white�plate�and�subplate.

2 LED: Typically used with SCS8R-ASM, SCS8RK-ASM (pg. 50) or loadcenter sequencers (pg. 61). 

RPSB2-MP: low-voltage�Decora-style�(1-gang)�wall�plate�activates�equipment�that’s�connected�to
a� remote�power�control.�Switch� features�MOMENTARY�closure� for�applications�where�multiple
switches�are�used�to�activate�equipment.�Includes�2�LED�status�indicators�(requires�4-conductor
wire)�and�rear�connection�termination�strips.�Single�Pole�Single�Throw�(SPST).�Rocker�switch.�Black
plate�and�subplate.�

RPSW2-MP same�as�above�but�white�plate�and�subplate.

RPSB2-MKP: low-voltage�Decora-style�(1-gang)�wall�plate�activates�equipment�that’s�connected
to�a�remote�power�control.�Switch�features�MOMENTARY�closure�for�applications�where�multiple
switches�are�used�to�activate�equipment.�Includes�2�LED�status�indicators�(requires�4-conductor
wire)�and�rear�connection�termination�strips.�Single�Pole�Single�Throw�(SPST).�Key�switch.�Black
plate� and� subplate.� Typically� used� with� SCS8R-ASM,� SCS8RK-ASM� (pg.� 50)� or� loadcenter�
sequencers�(pg.�61).�

RPSW2-MKP same�as�above�but�white�plate�and�subplate.

Rocker switch

Key switch

RPSW2-MP

RPSW2-MKP

RPSB2-MKP

RPSW-P

RPSW-KP-ASM

Carton Carton Wt.
Model No. Description Pack lb. (kg)

RPSB-MP Black Decora-style Wall Plate Switch 1-LED (momentary closure) rocker switch 1 1 (.5)
RPSW-MP White Decora-style Wall Plate Switch 1-LED (momentary closure) rocker switch 1 1 (.5)
RPSB-MKP Black Decora-style Wall Plate Switch 1-LED (momentary closure) key switch 1 1 (.5)
RPSW-MKP White Decora-style Wall Plate Switch 1-LED (momentary closure) key switch 1 1 (.5)
RPSB2-MP Black Decora-style Wall Plate Switch 2-LED (momentary closure) rocker switch 1 1 (.5)
RPSW2-MP White Decora-style Wall Plate Switch 2-LED (momentary closure) rocker switch 1 1 (.5)
RPSB2-MKP Black Decora-style Wall Plate Switch 2-LED (momentary closure) key switch 1 1 (.5)
RPSW2-MKP White Decora-style Wall Plate Switch 2-LED (momentary closure) key switch 1 1 (.5)
















































































